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NOTES:

1. LETTERS SHALL BE HIGHWAY B SERIES FONT.

2. SIGN CORNERS SHALL BE ROUNDED.

3. FOR INTERSECTIONS THAT HAVE DIFFERING SPEEDS, THE HIGHEST SPEED SHALL DICTATE THE SIZE OF ALL

STREET NAME SIGNS.

4. SIGN MATERIAL SHALL BE 0.080 INCH THICK STOCK ALUMINUM WITH WHITE SIGN LETTERS ON GREEN.

5. UNLESS OTHERWISE SPECIFIED, ALL SIGN SHEETING SHALL BE DG^3.

90 DEGREE CROSSPIECE

WITH 12" BLADE HOLDERS

2" SQUARE CAP WITH

12" BLADE HOLDER

NTS

SIGN FABRICATION DETAIL

* ON LOCAL TWO-LANE STREETS WITH SPEED LIMITS OF 25 MPH OR LESS, 4 INCH INITIAL UPPER-CASE LETTERS WITH 3 INCH

LOWER CASE LETTERS MAY BE USED.

TYPE OF

MOUNTING

TYPE OF

STREET

SPEED LIMIT

MINIMUM LETTER HEIGHT BLADE SIZE

INITIAL UPPER CASE LOWER CASE MIN MAX

OVERHEAD ALL TYPES ALL SPEED LIMITS 12 INCHES 9 INCHES 18" HT. 18" HT.

POST-MOUNTED MULTI-LANE MORE THAN 40 MPH 8 INCHES 6 INCHES 10" X 36" 10" X 48"

POST-MOUNTED MULTI-LANE 40 MPH OR LESS 6 INCHES 4.5 INCHES 8" X 30" 8" X 36"

POST-MOUNTED 2-LANE ALL SPEED LIMITS 6 INCHES* 4.5 INCHES* 8" X 30" 8" X 36"

MUTCD TABLE 2D-2. MINIMUM LETTER HEIGHTS ON STREET NAME SIGNS
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